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What warnings and/or protective measures must be taken when using this equipment?
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WHEELS MUST
BE CHOCKED
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 POTENTIAL HAZARDS…………                                                                         …………………    ………   … ……….    .…
What are the potential hazards?   What can go wrong?  Are there known ways in which the equipment could fail generating a hazard?  Are there any by-products from use (i.e. eye hazards, breathing hazards)?
	Damage to vehicle or other vehicles
	

	Crushing injuries
	

	Muscle strains
	


PRE-OPERATIONAL SAFETY CHECKS                          do not use defective or faulty equipment                                                                            Equipment is sometimes not used for long periods.  What must be done to ensure that it is always as safe as possible to use?
	1
	For compacts a minimum of two people required for vehicle repositioning where vehicle has no power

	2
	Larger vehicle will require three people (one steering)

	3
	If required to move vehicle on/near a road or public space hi-viz required

	4
	If park braking system inoperable wheels to be chocked

	
	


SAFE WORK PROCEDURE                                          ………….… ………………   ………… …………..
List actions to be taken and order.  
	1
	Coordinating instructions given

	2
	Ensure route is clear – and one person can ensure clear way maintained throughout manoeuvre

	3
	Maintain clear way through out manoeuvre

	
	


POST-OPERATIONAL…   ………………………………… …                                                                 ……………… …………
What must be done to ensure that the equipment will be ready for safe use next time it is required?  Is there routine maintenance to do after use?  What tidying up is required when you have finished using it? 
	1
	Maintain fire-watch for 30 minutes and check all areas before leaving site

	2
	Leave the equipment in a clean and tidy state

	3
	Chock wheels if park braking system inoperable

	
	


FORBIDDEN                                     this equipment must only be used for the purpose for which it is intended
Are there examples of known prohibited uses?  Could there be temptation to use the equipment for jobs it is unsuitable for.
	1
	Vehicles not under power are not to be moved by one person

	
	


	ASSESSMENT DATE: 
           /          /

IF USED AS RECORD OF COMPENTENCY
	Verified by Supervisor:
	
	(name & signature)

	
	Competent operator:                         
	
	(name & signature)


STANDARD OPERATING PROCEDURE





Pushing Vehicle not under power











DO NOT USE UNLESS YOU ARE TRAINED, COMPETENT & HAVE PERMISSION
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